
 
    
 

 CRYSTAL GLASS STONE 
 
 

HANDLING OF THE SLABS  
 
The slabs should be moved by using belt only ( Please strictly avoid to use crocodile).  
 
 
 

 
 
 
 
 
 
 
 



 
 
 

CUTTING OF THE  SLABS  
 
We used segmented disk for Marble  as shown in the pictures.  
The distance between the segment is mm 12 
 
 
 



 
 
 
 
 
 
 
 
 
 



 
 
 

EDGING OF THE SLABS 
We used segmented MOLD   as shown in the pictures.  
 

 
 
 



 
 
Top should be with glass part on the bottom as shown in the picture 
 
 
 



 
 
 

CORE BORING 
This is the tool for making holes ( like hole for the tab). 
It is important that in this case the Glass part of the slabs is on the top and not opposite. 
 



 
 



 
 
 



 
 
Hole can be then enlarged to make the hole for basin! 
 
 



 
 
 

COLORING OF THE EDGE  
 



 
 
Take the right colour  
 
 



 
 
 
Apply the colour with cotton 
 



 
 
Clean the exceeding quantity. 
 



 
 
APPLY THE PRODUCT JET  FROM TENAX 
 



 
 



 
 
 



 
 



 
 
Final result 
 
PLEASE NOTE THAT FOR THE NATURAL COLOUR GREY OPAL # 1 YOU DO NOT 
NEED TO APPLY ANY COLOUR. 
 
 


